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INSUL-COUSTIC DIV-BIRMA PRODUCTS CORP. -- FIRE RETARDANT VAPOR BARRIER IC 50  --
8030-00-174-2588
=====================  Product Identification  =====================

Product ID:FIRE RETARDANT VAPOR BARRIER IC 50
MSDS Date:01/01/1987
FSC:8030
NIIN:00-174-2588
MSDS Number: BDFMZ
=== Responsible Party ===
Company Name:INSUL-COUSTIC DIV-BIRMA PRODUCTS CORP.
Emergency Phone Num:201-257-6674
CAGE:KO429
=== Contractor Identification ===

Company Name:INSUL-COUSTIC CORP
Address:100 JERNEE MILL ROAD
Box:City:SAYREVILLE
State:NJ
ZIP:08872
Country:US
CAGE:85423
Company Name:INSUL-COUSTIC DIV-BIRMA PRODUCTS CORP.
CAGE:KO429

=============  Composition/Information on Ingredients  =============

Ingred Name:PIGMENTS
Fraction by Wt: 35.0%

Ingred Name:SYNTHETIC RUBBER & RESINS
Fraction by Wt: 20.0%

Ingred Name:XYLENES (O-,M-,P- ISOMERS)	(SARA III)
CAS:1330-20-7
RTECS #:ZE2100000
Fraction by Wt: 45.0%
OSHA PEL:100 PPM/150 STEL
ACGIH TL



V:100 PPM/150STEL;9192
EPA Rpt Qty:1000 LBS
DOT Rpt Qty:1000 LBS

=====================  Hazards Identification  =====================

Effects of Overexposure:HEADACHE,DIZZINESS, FATIGUE, NAUSEA

=======================  First Aid Measures  =======================

First Aid:FRESH AIR, CALL MD.

=====================  Fire Fighting Measures  =====================

Flash Point:83 F, 28 C CC
Lower Limits:1.1
Upper Limits:7.0
Extinguishing Media:CO*2,DRY CHEM. FOAM
Fire Fighting Procedures:NA
Unus
ual Fire/Explosion Hazard:NA

==================  Accidental Release Measures  ==================

Spill Release Procedures:NA

======================	Handling and Storage  ======================

Handling and Storage Precautions:KEEP AWAY FROM HEAT AND OPEN FLAME
Other Precautions:NA

=============  Exposure Controls/Personal Protection  =============

Ventilation:LOCAL EXHAUST
Protective Gloves:YES
Eye Protection:YES
Other Protective Equipment:USE STANDARD SAFETY PROCEDURES FOR SOLVENT
    BAS
ED PAINT
Supplemental Safety and Health

==================  Physical/Chemical Properties  ==================

HCC:F4
Boiling Pt:B.P. Text:285F, 141C
Spec Gravity:1.3
Solubility in Water:NEGLIGIBLE
Appearance and Odor:SOFT,WHITE PASTE-ODOR OF XYLOL
Percent Volatiles by Volume:70.0

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
NA
Stability Condition to Avoid:NA
Hazardous Decomposition Products:NA

====================  Disposal Co



nsiderations  ====================

Waste Disposal Methods:NA
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