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PETRO-CANADA INC. -- DURATRAN  -- 9150-01-177-9438
=====================  Product Identification  =====================

Product ID:DURATRAN
MSDS Date:12/01/1990
FSC:9150
NIIN:01-177-9438
MSDS Number: BGPVF
=== Responsible Party ===
Company Name:PETRO-CANADA INC.
Address:PETRO-CANADA CENTER
Box:2844
City:CALGARY,ALBERTA
State:CA
Country:CA
Info Phone Num:403-296-3000
Emergency Phone Num:604-789-3311
CAGE:38766
=== Contractor Identi
fication ===
Company Name:PETRO-CANADA INC
Address:150 6TH AVENUE
Box:2844
City:CALGARY
State:AB
Country:CA
Phone:403-296-3000
CAGE:38766
Company Name:PETRO-CANADA REFINERY
Address:385 SOUTHDOWN RD
Box:City:MISSISSAUGA ONT CAN L5J 2Y3
Country:CN
CAGE:0NVS1

=============  Composition/Information on Ingredients  =============

Ingred Name:HIGHLY REFINED BASE OIL
CAS:72623-87-1
Fraction by Wt: >88.0%
Other REC Limits:5MG/CUM AS OIL MIST

Ingred Name:VISCOSITY INDEX IMPROVER,SILICONE DEFOAMER,POUR 



POINT
    DEPRESSANT
Fraction by Wt: 392F,>200C
Autoignition Temp:Autoignition Temp Text:>354C
Extinguishing Media:DRY CHEMICAL,FOAM,WATER SPRAY,CO2;ADDITION OF WATER
    OR FOAM MAY CAUSE FROTHING.
Fire Fighting Procedures:USE NIOSH/MSHA APPROVED SCBA IN AN ENCLOSED
    AREA.
Unusual Fire/Explosion Hazard:NOT SPECIFIED BY MFR.

==================  Accidental Release Measures  ==================

Spill Release Procedures:USE PROPER PERSONAL PROTECTION;CONTAIN
    SPILL;USE SUITABLE ABSORBENT MAT
ERIAL AND RECOVER FOR PROPER
    DISPOSAL
Neutralizing Agent:NONE SPECIFIED BY MANUFACTURER.

======================	Handling and Storage  ======================

Handling and Storage Precautions:STORE IN COOL,WELL VENTILATED AREA;DO
    NOT BREATHE VAPORS AND MIST;WASH THOROUGHLY AFTER EACH USE.DO NOT
    USE CONTAMINATED CLOTHES.
Other Precautions:NONE SPECIFIED BY MANUFACTURER.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:USE NIOSH/MSHA APPROVED
 RESPIRATOR FOR ORGANIC
    VAPORS/MIST IF ABOVE TLV. USE IN ACCORDANCE WITH 29 CFR 1910.134.
Ventilation:MECH(GEN)OR LOCAL EXHAUST THAT PROVIDES ADEQUATE
    VENTILATION
Protective Gloves:IMPERVIOUS
Eye Protection:SAFETY/CHEM GOGGLES
Other Protective Equipment:FULL WORK CLOTHING TO PREVENT REPEATED OR
    PROLONGED CONTACT.
Work Hygienic Practices:AVOID CONTACT WITH EYES AND SKIN.DO NOT BREATH
    VAPORS/MIST.DO NOT EAT,DRINK OR SMOKE IN WORK AREA.
Supplemental Safety and Health
CANUTEC TRANSPO



RT EMERGENCY NO. 613-996-6666.

==================  Physical/Chemical Properties  ==================

HCC:V6
Boiling Pt:B.P. Text:>714F,>379C
Melt/Freeze Pt:M.P/F.P Text:-44F,-42C
Vapor Pres:


